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1
DianaScope DianaScope Manager
Web
[ |
[ |
[ |
WAN
[ |
DianaScope Manager
[ |
Web DianaScope
[ |
1.1
DianaScope DianaScope Manager
DianaScope
DianaScope (O8]
Windows Administrator
Linux root
e  DianaScope Manager DianaScope
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1.2
(O]
|dsc|i CommandName [Option, ..]
dscli DianaScope
CommandName
Option
1.2.1
@
&
1
|dscli setServerProperty MyServer SERVER COMMENT ““”
2:
|dscli setServerProperty MyServer CFG_SERIAL_INIT “ATE1Q0V1X4&D2&C1S0=0"
(2) MAC
MAC 16
|dsc|i getServerProperty 00-30-13-16-cd-fe SERVER IP_1
(3) GUID

GUID 16

|dsc|i getServerProperty 80c03228-35d8-d711-8001-003013f10072 SERVER IP_1

. Server MAC GUID
DianaScope Manager Ver.1.03.05
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1.3
0
) Windows ERRORLEVEL
Linux $?
1.4
1 LAN

(1) addLicenseKey

(2) createGroup
(3) createServer

(4) checkConnection

DianaScope
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2

2.1

2.1.1 getGrouplList

Syntax:
dscli getGroupList

Description:
Output:
Groupl
Group2

Group3

2.1.2 createGroup

Syntax:
dscli createGroup GroupName

Description:
Options:
GroupName

20

2.1.3 deleteGroup

Syntax:
dscli deleteGroup GroupName

Description:

Options:
GroupName

10
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2.1.4 getGroupServerList

Syntax:
dscli getGroupServerList GroupName

Description:

Options:
GroupName

Output:

Serverl
Server2
Server3

2.1.5 setGroupProperty

Syntax:

dscli setGroupProperty GroupName PropertyName Value

Description:

Options:
GroupName

PropertyName

PropertyName |
GROUP_NAME

16

GROUP_COMMENT

100

Value

11
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2.1.6 getGroupProperty

Syntax:
dscli getGroupProperty GroupName PropertyName

Description:

Options:
GroupName

PropertyName
215

setGroupProperty

Output:

2.1.7 getGroupFaultCondition

Syntax:
dscli getGroupFaultCondition GroupName
Description:
Options:
GroupName
Output:
3
NORMAL
WARNING
OFF
STATUS
ERROR

12
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2.1.8 groupPowerOn

Syntax:

dscli groupPowerOn GroupName [“f” FileName | “p” | “u”]

Description:
ON
o FD FD
DianaScope
. (
)
DianaScope
Options:
GroupName
“f"
¢ )
“f” ON FD
FileName
FD
‘Lp1,
«C )
“p” ON
ey
“uH ON
DOS
RC_SERVER_REMOTE_BOOT ”1”
RC_SERVER_RD_IMAGE_FILE FD
RC_SERVER_REMOTE_BOOT ”2”
o “f" 7p” DianaScope Manager Ver.1.03.04
e FD DianaScope  Web
° 2.2.11 setServerProperty
Output
Serverl : Connection to the server could not be made. (Timeout)
Server2 : Connection to the server could not be made. (Authentication error)

13
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2.1.9 groupPowerOff

Syntax:
dscli groupPowerOff GroupName

Description:

Options:
GroupName

Output:

Serverl : Connection to the server could not be made. (Timeout)
Server2 : Connection to the server could not be made. (Authentication error)

2.1.10 groupReset

Syntax:
dscli groupReset GroupName [“f” FileName | “p” | “u”]

Description:
o (O]
. FD FD
DianaScope
[ ]
DianaScope
. ft

14
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Options:
GroupName
(5f11
«C )
“f” FD
FileName
FD
g
« )
“ap
llu11
wy
DOS
RC_SERVER_REMOTE_BOOT "1~
RC_SERVER_RD_IMAGE_FILE FD
RC_SERVER_REMOTE_BOOT 72"
. “fr rp” DianaScope Manager Ver.1.03.04
e FD DianaScope  Web
. 2.2.11 setServerProperty
Output

Serverl : Connection to the server could not be made. (Timeout)
Server2 : Connection to the server could not be made. (Authentication error)

15
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2.1.11 groupPowerCycle

Syntax:
dscli groupPowerCycle GroupName [“f” FileName | “p” | “u™]

Description:
OFF ON
o (O]
o FD FD
DianaScope
[ ]
DianaScope
o ft
Options:
GroupName
‘Lf1,
« )
“f” ON FD
FileName
FD
llp11
«C )
“p” ON
‘Lu1,
“u” ON
DOS
RC_SERVER_REMOTE_BOOT ”1”
RC_SERVER_RD_IMAGE_FILE FD
RC_SERVER_REMOTE_BOOT 72"
. “fr rp” DianaScope Manager Ver.1.03.04
e FD DianaScope  Web
. 2.2.11 setServerProperty

16
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Output:

Serverl : Connection to the server could not be made. (Timeout)
Server2 : Connection to the server could not be made. (Authentication error)

2.1.12 groupShutdownOs

Syntax:
dscli groupShutdownOs GroupName

Description:
LAN

0s
Options:

GroupName

Output:

(ON]
DianaScope Agent
ESMPRO/ServerAgent

Serverl : Connection to the server could not be made. (Timeout)
Server2 : Connection to the server could not be made. (Authentication error)

2.1.13 groupDumpSwitch

Syntax:
dscli groupDumpSwitch GroupName

Description:

Options:
GroupName

Output:

Serverl : Connection to the server could not be made. (Timeout)
Server2 : Connection to the server could not be made. (Authentication error)
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2.1.14 groupSetPowerRestoreDelay

Syntax:
dscli groupSetPowerRestoreDelay GroupName DelayTime [Policy]

Description:
AC ON
AC-LINK AC-LINK AC ON ON(DC
ON) AC ON DC ON
[ ]
DianaScope
Options:
GroupName
DelayTime
AC ON DC ON 0-255
-1
Policy
AC-LINK 3
100 STAY_OFF
AC ON DC OFF
101 LAST_STATE
DC OFF AC OFF AC ON DC OFF
DC ON AC OFF AC ON DelayTime
DC ON
102 ALWAYS_POWER_ON
AC ON DelayTime DC ON
Output:

Serverl : Connection to the server could not be made. (Timeout)
Server2 : Connection to the server could not be made. (Authentication error)

18
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2.1.15 getGroupRemoteKvmLicenseList

Syntax:
dscli getGroupRemoteKvmLicenseList GroupName

Description:
Options:
GroupName
Output:
Registered
Not Registered
Unsupported
Serverl Registered
Server2 Registered
Server3 Not Registered
Server4 Unsupported
. DianaScope Manager Ver.1.06.04

19
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2.2

2.2.1 getServerList

Syntax:
dscli getServerList [“d”]

Description:
DianaScope

Options:
nnd11
“d”

BMC EXPRESSSCOPE

GUID MAC

EXPRESSSCOPE Engine

BMC ARMC
Switch Blade
° d DianaScope Manager Ver.1.02.00

Output:
DianaScope
(“dl] )

Serverl

Server2

Server3
(d” )

Serverl

MAC1: 00-30-13-f1-00-5a
MAC2: 00-30-13-f1-00-5b

Server2
MAC1: 00-30-13-16-cd-fe
Server3

MAC1: 00-00-4c-9f-13-ch
ARMC

GUID: 02010202-0000-0000-0000-000000000000

GUID: 00301316-cdfe-0180-0010-846e8062d906

GUID: 00010203-0405-0607-0809-0a0b0c0d0e0f

20
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2.2.2 getServerNameByMacAddr

Syntax:
dscli getServerNameByMacAddr MacAddress

Description:
MAC

Options:
MacAddress
MAC

|dscli getServerNameByMacAddr 00-30-13-f1-00-5a

Output:

|Server1

2.2.3 getServerNameByGuid

Syntax:
dscli getServerNameByGuid GUID

Description:
GUID

Options:
GUID
GUID

|dscli getServerNameByGuid 00301316-cdfe-0180-0010-846e8062d906

Output:

|Server2

21
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2.2.4 findNewServer

Syntax:
dscli findNewServer StartlpAddr EndlpAddr

Description:
DianaScope IP
o  findNewServer findNewServerNetAddr DianaScope
createServer 2.2.6 createServer
Options:
StartlpAddr
IP IP
EndlpAddr
IP IP
Output:
Status: SUCCESS
No.1
1st IP Address : 192.168.14.18
2nd IP Address : 0.0.0.0
Current IP Address : 192.168.14.18
IPMI Version : 1.5
GUID . 84ee20b0-84a1-d511-0080-a0ff94470300
No.2
1st IP Address : 192.168.14.19
2nd IP Address : 0.0.0.0
Current IP Address : 192.168.14.19
IPMI Version - 1.5
GUID : 00004c79-45c0-0180-0010-f57f80d8cef8

22
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2.2.5 findNewServerNetAddr

Syntax:
dscli findNewServerNetAddr NetAddr NetMask

Description:
DianaScope

. findNewServer findNewServerNetAddr

createServer 2.2.6 createServer
Options:
NetAddr
NetMask
Output:
findNewServer
findNewServer

23
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2.2.6 createServer

Syntax:
dscli createServer ServerName GroupName AuthKey [IpAddrl] [1pAddr2]

Description:
DianaScope

Options:
ServerName
DianaScope
15

GroupName
AuthKey
16
BMC
IpAddrl
BMC IP LAN

IpAddr2

2.2.7 deleteServer

Syntax:
dscli deleteServer Server

Description:
DianaScope Manager

Options:

Server
MAC GUID

24
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2.2.8 checkConnection

Syntax:
dscli checkConnection Server [“new’]

Description:
BMC

Options:
Server
MAC GUID

73

“new

new

2.2.9 findRegServer

LAN

GUID

Syntax:

dscli findRegServer Server(l) [Server(2)].. [Server(N)]
Description:

IP
Options:
Server
MAC
Output:
Find Server

Stray Server

25
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2.2.10 setServerPropertyToDefault

Syntax:
dscli setServerPropertyToDefault Server PropertyName

Description:
Options:
Server
MAC GUID
PropertyName
ALL

PropertyName

0: 1
1:
CONSOLE_LOG_ENABLE
KB | 4 1000 64
CONSOLE_LOG_SIZE
Web 0: 0
CONSOLE_LOG_KEEP_CONN 1:
ECTION
0: 1
1:
CONSOLE_LOG_FAULT_MES
SAGE_MONITORING
20 </BP>
CONSOLE_LOG_FAULT_MES
SAGE_IDENTIFIER
0: 0
RC_SERVER_REMOTE_BOOT 1: FD
2:
RC_SERVER_RD_IMAGE_FIL FD FD (
E )
DianaScope Manager :
SERVER_CURRENT_PORT_T ! P g 2 LAN 0
YPE 2:

26
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2.2.11 setServerProperty

Syntax:

dscli setServerProperty Server PropertyName Value

Description:
Options:
Server
MAC GUID
PropertyName
PropertyName
0: 1
1:
CONSOLE_LOG_ENABLE
KB | 4 1000 64
CONSOLE_LOG_SIZE
Web 0: 0
CONSOLE_LOG_KEEP_CONN 1:
ECTION
0: 1
1
CONSOLE_LOG_FAULT_MESS
AGE_MONITORING
20 </BP>
CONSOLE_LOG_FAULT_MESS
AGE_IDENTIFIER
0: 0
RC_SERVER_REMOTE_BOOT 1: FD
2:
FD FD
RC_SERVER_RD_IMAGE_FILE
SERVER_NAME 15 ( )
100
SERVER_COMMENT
BMC 16 ( )
SERVER_AUTHKEY
DianaScope Manager :
SERVER_CURRENT_PORT_T P g 2_LAN 0
YPE 2
LAN IP IP .0.0.
SERVER_IP_1 0.0.0.0

27
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PropertyName | | |
LAN P IP 0.0.
SERVER_IP_2 0.0.0.0
LAN P |IP 0.0.
SERVER_CURRENT_IP 0.0.0.0
LAN P
SERVER_SUBNETMASK 1 255.255
— - 255.0
LAN 1P P .
SERVER_SUBNETMASK_ 2 255.255
— - 255.0
19
SERVER_PHONE_NUMBER
Value
. FD
RC_SERVER_REMOTE_BOOT FD
DianaScope
[ ]

RC_SERVER_REMOTE_BOOT
DianaScope

e FD DianaScope ~ Web

28
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2.2.12 changeServerGroup

Syntax:
dscli changeServerGroup Server OldGroupName NewGroupName

Description:
Options:
Server

MAC GUID

OldGroupName

NewGroupName

2.2.13 getServerGroup

Syntax:
dscli getServerGroup Server

Description:
Options:
Server

MAC GUID

Output:

2.2.14 setCurrentPort

Syntax:
dscli setCurrentPort Server Connection

Description:
Options:
Server
MAC GUID
Connection
LAN ( 0) LAN

SERIAL ( 1)
MODEM ( 2)

29
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2.2.15 getServerProperty

Syntax:
dscli getServerProperty Server PropertyName

Description:
Options:
Server
MAC GUID
PropertyName
2.2.11 setServerProperty
Output:

30
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2.2.16 getServerinfo

Syntax:
dscli getServerlInfo Server

Description:
Options:
Server

MAC GUID

Output:

Server Name

Comments

Group

Connection Type

Check Connection Completed

Current IP Address LAN P

Failover P P
LAN1 IP Address LAN IP

LAN1 Subnet Mask LAN

LANZ2 IP Address LAN IP

LAN2 Subnet Mask LAN IP

Phone Number
Product Name
Serial Number

GUID ID

IPMI Version IPMI

Remote KVM and

Media License EXPRESSSCOPE

2.1.15getGroupRemoteKvmLicenseList

31
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2.2.17 getDeviceld

Syntax:
dscli getDeviceld Server

Description:
Options:
Server
MAC GUID
Output:
ID
Device ID : 20H
Device Rev. 1
Fw Rev. : 00.08
Manufacturer ID : 119
Product 1D I 2c3H
2.2.18 getGuid
Syntax:
dscli getGuid Server
Description:
GUID GUID ID
Options:
Server
MAC GUID
Output:
GUID
2.2.19 getComputerName
Syntax:
dscli getComputerName Server
Description:
BMC
Options:
Server
MAC GUID
Output:

Computer Name : hostl

32
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2.2.20 getProductName

Syntax:
dscli getProductName Server

Description:
Options:
Server
MAC GUID
Output:
ProductName
SerialNumber
2.2.21 getSoftwarelnfo
Syntax:
dscli getSoftwarelnfo Server
Description:
DianaScope Agent (O] BIOS LAN
DianaScope
Agent LAN
Options:
Server
MAC GUID

Output:

Agent Version : DianaScopeAgent-1.02.00

BIOS Version : 6.0.0106

0S Version : Windows 2000 Service Pack 3

LAN driver Version : 5.0.2175.1

33
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2.2.22 changeShutdownPolicy

Syntax:
dscli changeShutdownPolicy Server KeyName Value

Description:
DianaScope Agent
DianaScope Agent LAN

Options:

Server

MAC GUID
KeyName
Value

SCH_ACLINK_STAYON_ENABLE (O 0: ,
1:
AC-LINK Always Power On
SCH_AC_LINK AC-LINK 0: OFF
(setPowerRestoreDelay 1 DC
) 2: ON
SCH_DC_OFF_ENABLE oS 0:
OFF 1:
(os
ON
DianaScope Agent
oS
OFF
)
SCH_DC_OFF_DELAY SCH_DC_OFF_ENABLE 5 60
0os
OFF
SCH_SHUTDOWN_ENABLE 0:
ON 1:
SCH_SHUTDOWN_WAIT oS 20 200
(O]

34
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2.2.23 getShutdownPolicy

Syntax:
dscli getShutdownPolicy Server

Description:
DianaScope Agent
DianaScope Agent
Options:
Server
MAC
Output:

GUID

2.2.22 changeShutdownPolicy

LAN

SCH_ACLINK_STAYON_ENABLE=0
SCH_AC_LINK=1
SCH_DC_OFF_ENABLE=1
SCH_DC_OFF_DELAY=10
SCH_SHUTDOWN_ENABLE=1
SCH_SHUTDOWN_WAIT=60

35
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2.2.24 setPowerRestoreDelay

Syntax:

dscli setPowerRestoreDelay Server DelayTime [Policy]

Description:

AC-LINK
DCON

AC ON
AC-LINK
ON) AC ON
L)
DianaScope
Options:
Server
MAC
DelayTime
AC ON DCON
-1
Policy
AC-LINK
100 STAY_OFF
AC ON DC OFF
101 LAST_STATE
DC OFF AC OFF
DC ON AC OFF
DC ON
102 ALWAYS_POWER_ON

AC ON DelayTime

GUID

0-255

AC ON DC OFF
AC ON DelayTime

DC ON

36
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2.2.25 getPowerRestoreDelay

Syntax:
dscli getPowerRestoreDelay Server

Description:
AC ON
2.2.24 setPowerRestoreDelay
Options:
Server
MAC GUID
Output:
POLICY > LAST_STATE
Power Restore Delay : 30 sec
Power Restore Delay(default) : 0 sec

2.2.26 changeBmclinfo

Syntax:
dscli changeBmclnfo Server KeyName Value

Description:
BMC
DianaScope Agent LAN
[ ]
changeAuthKey 2.2.28 changeAuthKey
Options:
Server
MAC GUID
KeyName
BMC

Value

KeyName | |

CFG_COMPUTER_NAME 15

CFG_COMMUNITY 16

CFG_ALERT ALL

CFG_POLICY

37
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KeyName | |
CFG_ALERT_LEVEL 0:
1-6:
-6
CFG_LAN_CONTROL_LAN1 0:
(LAN1) 1:
CFG_SERIAL_CONTROL 0:
(WAN/ ) 1:
CFG_LAN_REDIRECTION 0:
(LAN) 1:
CFG_SERIAL_REDIRECTION 0:
(WAN/ ) 1:
CFG_LAN_CONTROL_LAN2 0:
(LAN2) 1:
CFG_LAN_ALERT_POLICY_LAN LAN 0: LAN1
LAN1/LAN2 1: LAN2
CFG_LAN_ALERT_POLICY_DESTINATION LAN 0: LAN
LAN/ 1:
CFG_DHCP LANZ1:IP 0:
1:
(DHCP)
CFG_LAN_IP_LAN1 LANZ1:IP IP
CFG_LAN_SUBNET_LAN1 LAN1: IP
CFG_LAN_GATEWAY_LAN1 LAN1: P
CFG_LAN_MANAGE1_ALERT_LAN1 LAN1: 0:
1 / 1
PC(1)
CFG_LAN_MANAGE1_IP_LAN1 LAN1: P
1 /
PC() IP
CFG_LAN_MANAGE2_ALERT_LAN1 LAN1: 0:
2 / 1:
PC(2)
CFG_LAN_MANAGEZ2_IP_LAN1 LAN1: P
2 /
PC(2) IP
CFG_LAN_MANAGE3_ALERT_LAN1 LAN1: 0:
3 / 1:
PC(3)
CFG_LAN_MANAGE3_IP_LAN1 LAN1: P
3 /
PC(3) IP
CFG_LAN_ALERT_RETRY_COUNT_LAN1 LAN1: 0-7
CFG_LAN_ALERT_RETRY_TIMEOUT_LAN1 | LANL: 3-30
( )
CFG_LAN_IP_LAN2 LANZ2:IP IP
CFG_LAN_SUBNET_LAN2 LAN2: IP
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KeyName |
CFG_LAN_GATEWAY_LAN2 LAN2: P
CFG_LAN_MANAGE1_ALERT_LAN2 LAN2: 0:
1 1
PC(1)
CFG_LAN_MANAGE1_IP_LAN2 LAN2: P
1
PC(1) IP
CFG_LAN_MANAGE2_ALERT_LAN2 LAN2: 0:
2 1:
PC(2)
CFG_LAN_MANAGEZ2_IP_LAN2 LAN2: P
2
PC(2) IP
CFG_LAN_MANAGE3_ALERT_LAN2 LAN2: 0:
3 1:
PC(3)
CFG_LAN_MANAGE3_IP_LAN2 LAN2: P
3
PC(3) IP
CFG_LAN_ALERT_RETRY_COUNT_LAN2 LAN2: 0-7
CFG_LAN_ALERT_RETRY_TIMEOUT_LAN2 | LANZ: 3-30
( )
CFG_SERIAL_MODE WAN/ 1:
2:
CFG_SERIAL_BAUDRATE WAN/ 1: 9600bps
2:19.2Kbps
3: 57.6Kbps
4: 115.2Kbps
CFG_SERIAL_FLOW_CONTROL WAN/ 1:
2: RTSICTS
3: XON/XOFF
CFG_SERIAL_DIAL_MODE WAN/ 1 ,
2:
CFG_SERIAL_INIT WAN/ 48
CFG_SERIAL_HANG_UP WAN/ 8
CFG_SERIAL_DTR_HANG_UP WAN/ 0:
DTR 1:
CFG_SERIAL_ESCAPE_CODE WAN/ 1
CFG_SERIAL_DIAL_RETRY_COUNT WAN/ 0-7
CFG_SERIAL_DIAL_RETRY_INTERVAL WAN/ 60 - 240
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KeyName |
CFG_SERIAL_ALERT_RETRY_COUNT WAN/ 0-7
CFG_SERIAL_ALERT_RETRY_INTERVAL WAN/ 3-30
( )
CFG_SERIAL_ALERT_PPP1 WAN/ 0:
PPP L
1
CFG_SERIAL_DIAL_NUMBER_PPP1 WAN/ 19
PPP
1
CFG_SERIAL_USER_ID_PPP1 WAN/ 16
PPP
1 ID
CFG_SERIAL_DOMAIN_PPP1 WAN/ 16
PPP
1
CFG_SERIAL_ALERT_PPP2 WAN/ 0:
PPP L
2
CFG_SERIAL_DIAL_NUMBER_PPP2 WAN/ 19
PPP
2
CFG_SERIAL_USER_ID_PPP2 WAN/ 16
PPP
2 ID
CFG_SERIAL_DOMAIN_PPP2 WAN/ 16
PPP
2
CFG_SERIAL_MANAGE1_IP WAN/ P
1
CFG_SERIAL_MANAGE2_IP WAN/ P
2
CFG_SERIAL_MANAGE3_IP WAN/ P
3
CFG_PAGER_MANAGE1_ALERT 0:
1 1
CFG_PAGER_MANAGE1_DIAL_NUMBER 19
1
CFG_PAGER_MANAGE2_ALERT 0:
2 L
CFG_PAGER_MANAGE2_DIAL_NUMBER 19
2
CFG_PAGER_MESSAGE 29
CFG_PAGER_TIMEOUT 0-30
(2
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. “CFG_DHCP” DianaScope Manager Ver.1.07.01
. “CFG_DHCP”  DianaScope Agent Ver.2.03.05
2.03.04 DianaScope Agent

2.2.27 getBmclinfo

Syntax:
dscli getBmclnfo Server

Description:
BMC
DianaScope Agent LAN

Options:

Server

MAC GUID

Output:

BMC 2.2.26 changeBmclinfo

CFG_COMPUTER_NAME=Serverl
CFG_COMMUNITY=public
CFG_ALERT_ALL=1

CFG_POLICY=1

CFG_ALERT_LEVEL=4
CFG_LAN_REDIRECTION=1
CFG_LAN_CONTROL_LAN1=1
CFG_SERIAL_REDIRECTION=1
CFG_SERIAL_CONTROL=1
CFG_LAN_IP_LAN1=192.168.14.14
CFG_LAN_SUBNET_LAN1=255.255.255.0
CFG_LAN_GATEWAY_LAN1=192.168.14.1
CFG_LAN_MANAGE1_ALERT_LAN1=0
CFG_LAN_MANAGE1 IP_LAN1=0.0.0.0
CFG_LAN_MANAGE2_ALERT_LAN1=0
CFG_LAN_MANAGE2_IP_LAN1=0.0.0.0
CFG_LAN_MANAGE3_ALERT_LAN1=0
CFG_LAN_MANAGE3_IP_LAN1=0.0.0.0
CFG_LAN_ALERT _RETRY_COUNT_LAN1=3
CFG_LAN_ALERT _RETRY_TIMEOUT_LAN1=6
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2.2.28 changeAuthKey

Syntax:
dscli changeAuthKey Server OldPassword NewPassword SelectAuthKey

Description:
BMC
PPP DianaScope
Agent LAN

Options:
Server
MAC GUID

OldPassword

NewPassword
16
SelectAuthKey
0
1 PPP 1
2 PPP 2

2.2.29 getAgentLog

Syntax:
dscli getAgentLog Server

Description:
DianaScope Agent

DianaScope Agent LAN
Options:
Server
MAC GUID
Output:
DianaScope Agent
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2.2.30 testAlert

Syntax:
dscli testAlert Server Target

Description:
DianaScope
Agent LAN
2.2.31 getTestAlertStatus
Options:
Server
MAC GUID

Target

0: LAN1 1

1: LAN1 2

2: LAN1 3

3: LAN2 1

4: LAN2 2

5: LAN2 3

6: PPP11

7 PPP1 2

8: PPP1 3

9: PPP2 1

10: PPP2 2

11: PPP2 3

12: 1

13: 2
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2.2.31 getTestAlertStatus

Syntax:
dscli getTestAlertStatus Server Target

Description:
DianaScope Agent
LAN
Options:
Server
MAC GUID
Target
2.2.30 testAlert
Output:

TEST_UNKNOWN
TEST_TESTING
TEST_SUCCESS
TEST_ABORT
TEST_CALL_FAILED
TEST_TIMEOUT
TEST_ERROR

A~ AN AN A~
~

TEST_TESTING
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2.2.32 getFaultCondition

Syntax:
dscli getFaultCondition Server

Description:
Options:
Server
MAC

Output:

NORMAL

WARNING

OFF
STATUS
ERROR

2.2.33 resetFaultCondition

Syntax:
dscli resetFaultCondition Server

Description:
Options:

Server
MAC
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2.2.34 getPowerStatus

Syntax:
dscli getPowerStatus Server

Description:

Options:
Server
MAC GUID

Output:

DC_ON
DC_OFF

2.2.35 getStatusLamp

Syntax:
dscli getStatusLamp Server [ModuleNo]

Description:
STATUS

Options:
Server
MAC GUID

ModuleNo
ft CPU/IO 0 1
ModuleNo CPU/IO

STATUS STATUS 7
OFF
GREEN_ON
GREEN_BLINK
AMBER_ON
AMBER_BLINK
RED_ON
RED_BLINK
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2.2.36 getPanelinfo

Syntax:
dscli getPanellInfo Server [ModuleNo]

Description:
STATUS LCD
Options:
Server
MAC GUID
ModuleNo
ft CPU/IO 0 1
ModuleNo CPU/IO
. ““ModuleNo”” DianaScope Manager Ver.1.05.05
Output:
Power Status : SO_GO
STATUS Lamp : GREEN_ON
LCDO : Prepare To Boot
LCD1 :
Watchdog Status : STARTED
Watchdog Use : SMS_0S
Watchdog Interval : 10 sec
POH 1 262920 min
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2.2.37 powerOn

Syntax:
dscli powerOn Server [“f” FileName | “p” | “u”]

Description:
ON
POWER
o FD FD
DianaScope
[ ]
DianaScope
Options:
Server
MAC GUID
(‘f11
«C )
“f” ON FD
FileName
FD
™
¢ )
“p” ON
(‘u11
“u” ON
DOS
RC_SERVER_REMOTE_BOOT ”1”
RC_SERVER_RD_IMAGE_FILE FD
RC_SERVER_REMOTE_BOOT "2”
. “f7 7p” DianaScope Manager Ver.1.03.04
e FD DianaScope  Web
. 2.2.11 setServerProperty
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2.2.38 powerOff

Syntax:
dscli powerOff Server

Description:
OFF
o (OF]
o ft 2.2.55
ftPowerOff
Options:
Server
MAC GUID
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2.2.39reset

Syntax:
dscli reset Server [“f” FileName | “p” | “u”]

Description:
. 0S
. FD FD
DianaScope
[ ]
DianaScope
. ft
Options:
Server
MAC GUID
(‘f11
¢ )
o FD
FileName
FD
g
¢ )
“ap
(‘u11
Wy
DOS
RC_SERVER_REMOTE_BOOT 1~
RC_SERVER_RD_IMAGE_FILE FD
RC_SERVER_REMOTE_BOOT 7"2”
. “fr rp” DianaScope Manager Ver.1.03.04
e FD DianaScope  Web
. 2.2.11 setServerProperty
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2.2.40 powerCycle

Syntax:
dscli powerCycle Server [“f” FileName | “p” | “u”]

Description:
OFF ON
o (OF]
o FD FD
DianaScope
[ ]
DianaScope
° ft
2.2.56ftPowerCycle
Options:
Server
MAC GUID
‘Lf1,
« )
“f” FD
FileName
FD
(‘p11
« )
p?
‘Lu1,
“u” ON
DOS
RC_SERVER_REMOTE_BOOT ”1”
RC_SERVER_RD_IMAGE_FILE FD
RC_SERVER_REMOTE_BOOT 72"
. “fr rp” DianaScope Manager Ver.1.03.04
e FD DianaScope  Web
. 2.2.11 setServerProperty
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2.2.41 shutdownOs

Syntax:
dscli shutdownOs Server

Description:

(ON)
LAN

OS
Options:
Server
MAC

2.2.42 dumpSwitch

Syntax:
dscli dumpSwitch Server

Description:

DianaScope Agent

GUID

ESMPRO/ServerAgent

Options:
Server
MAC

2.2.43 clearSel

Syntax:

dscli clearSel Server [“force™]

Description:

Options:
Server
MAC

“force”
“force”
SEL

(SEL)

ESMPRO/ServerAgent
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2.2.44 identifyChassis

Syntax:
dscli identifyChassis Server Period [“Blink™]

Description:
Options:
Server
MAC GUID
Period
0-255
“Blink” 0-3600
“Blink”
“Blink” Period (
”Blink” DianaScope Manager
“Blink” Period
"Blink” Period
o  “Blink” Period 0
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2.2.45 getlpmilnfo

Syntax:
dscli getlpmilnfo Server ReadType FileName

Description:
IPMI
DianaScope

. IPMI DianaScope  Web

Options:
Server
MAC GUID

ReadType

SEL

SDR

FRU

MC

ALL SEL, SDR, FRU, MC

FileNmae

2.2.46 getSensorList

Syntax:
dscli getSensorList Server

Description:
2.2.45 getlpmilnfo (SDR) SDR
SDR ID

Options:
Server
MAC GUID

Output:

0001h: Sensor Type=Temperature(Front Panel Temp), Owner=Basbrd Mgmt Ctlr
0002h: Sensor Type=Temperature(Baseboard Temp), Owner=Basbrd Mgmt Ctlr
0003h: Sensor Type=Temperature(Processor 1 Temp), Owner=Basbrd Mgmt Ctlr
0004h: Sensor Type=Temperature(Processor 2 Temp), Owner=Basbrd Mgmt Ctlr
0005h: Sensor Type=Temperature(PwrDstBd Temp), Owner=Basbrd Mgmt Ctlr
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2.2.47 getSensorStatus

Syntax:

dscli getSensorStatus Server Recordld

Description:

Options:
Server
MAC

Recordld
2.2.46 getSensorList

Output:

GUID

SDR

Current Value:
30.00 degrees C

Current Status:
Normal

Upper critical Threshold:

46.00 degrees C (Hysteresis:44.00 degrees C)
Upper non-critical Threshold:

43.00 degrees C (Hysteresis:41.00 degrees C)
Lower non-critical Threshold:

3.00 degrees C (Hysteresis:5.00 degrees C)
Lower critical Threshold:

0.00 degrees C (Hysteresis:2.00 degrees C)
Lower non-recoverable Threshold:

Upper non-recoverable Threshold:

2.2.48 getConsolelLog

Syntax:
dscli getConsoleLog Server

Description:
Options:
Server

MAC

Output:

GUID
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2.2.49 changeBmclpSync

Syntax:
dscli changeBmclpSync Server Value

Description:
DianaScope Agent BMC IP (BMC LAN
0S IP BMC
IP BMC IP )
DianaScope Agent
LAN
Options:
Server
MAC GUID
Value
0
1
. DianaScope Manager Ver.1.03.00
° DianaScope Agent Ver.1.09 1.08
DianaScope Agent
e BMC LAN LAN

DianaScope Agent
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2.2.50 getBmclpSync

Syntax:
dscli getBmclpSync Server

Description:
DianaScope Agent BMC IP (BMC LAN
0sS IP BMC
IP IP BMC IP
DianaScope Agent
LAN
Options:
Server
MAC GUID
Output:
Enable
Disable

|Agent Config (BMC IP Sync) : Enable

. DianaScope Manager Ver.1.03.00
2.2.51 getBladeSlotld
Syntax:
dscli getBladeSlotId Server
Description:
ID ID
Options:
Server
MAC GUID
Output:
ID ID
Enclosure 1D: 0040000000
Slot ID: 2
. DianaScope Manager Ver.1.03.04
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2.2.52 changeBmclIpAddressLanl

Syntax:
dscli changeBmcIpAddressLanl Server IpAddress [“force”]

Description:
BMC LAN1 IP

Options:
Server
MAC GUID

IpAddress
IP

“force”
BMC LAN (O8]
BMC IP ““force””

2.2.53 changeBmclpAddressLan?2

Syntax:
dscli changeBmcIpAddressLan2 Server IpAddress [“force”]

Description:
BMC LAN2 IP

Options:
Server
MAC GUID

IpAddress
IP

“force”
“force” (ON] BMC IP
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2.2.54 getFtStatusLamp

Syntax:
dscli getFtStatusLamp Server

Description:
ft FT
DianaScope Agent LAN
Options:
Server
MAC GUID
Output:
FT FT
OFF
GREEN_ON
AMBER_ON

AMBER_BLINK

. DianaScope Manager Ver.1.05.05
2.2.55 ftPowerOff
Syntax:
dscli ftPowerOff Server
Description:

ft OFF

. 0S
Options:
Server

MAC GUID
. DianaScope Manager Ver.1.05.05

59



DianaScope

2.2.56 ftPowerCycle

Syntax:
dscli ftPowerCycle Server [“p” | “u”]

Description:
ft OFF ON
o (O]
Options:
Server
MAC GUID
llp11
«C )
ap
wy”
“uH ON
DOS
RC_SERVER_REMOTE_BOOT 17
RC_SERVER_RD_IMAGE_FILE FD
RC_SERVER_REMOTE_BOOT "2~
° 2.2.11 setServerProperty
. DianaScope Manager Ver.1.05.05
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2.3

2.3.1 connect

Syntax:
dscli connect Server

Description:

Options:
Server
MAC

2.3.2 disconnect

Syntax:
dscli disconnect

Description:

2.3.3 getConnectionStatus

Syntax:
dscli getConnectionStatus

Description:

Output:

CONNECTING
CONNECTED
DISCONNECTING
DISCONNECTED
CONNECTION_FAILURE
NO_CARRIER

BUSY

NO_DIALTONE
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2.4

2.4.1 setOption

Syntax:
dscli setOption OptionName Value

Description:
DianaScope Manager

Options:
OptionName
OptionName | | |
BMC -
BMC_RETRY_COUNT 0-10 5
BMC 1-15 5
BMC_TIMEOUT
BMC UDP -
BMC_SOURCE_PORT 1025-65535 47117
CUI_NO_RESPONSE_TIM 20-1800 60
EOUT
cul
CUI_SYS_RQ_KEY SysRq "Q":Ctri+Alt+Q
"X":Ctrl+Alt+X
HISTORY_LOG_NUMBER_ 2000-10000 2000
OF _RECORDS
1-8 1
MODEM_PORT_NUMBER DianaScope
DC STATUS 0: 1
MONITORING_ENABLE 1
Web DianaScope 0: 1
MONITORING_AUTO_UPD 1
ATE_ENABLE
Web DianaScope 1-60 5
MONITORING_AUTO_UPD
ATE_INTERVAL
RC_POWER_CONTROL | 0-5000 500
NTERVAL_MILLIS
RMI TCP -
RMI_PORT 1024 - 65535 1099
. “RMI_PORT” DianaScope Manager Ver.1.05.00
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. “CUL_SYS _RQ _KEY” DianaScope Manager Ver.1.06.04

Value

2.4.2 getOption

Syntax:
dscli getOption OptionName

Description:
DianaScope Manager

Options:

OptionName
24.1

setOption

Output:
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2.4.3 getPermitlpAddrList

Syntax:
dscli getPermitlpAddrList

Description:
DianaScope IP
IP Web DianaScope
Output:
IP

No.1l: 192.168.0.1 — 192.168.0.254
No.2: 192.168.1.10
No.3: 192.168.2.10

2.4.4 isPermitipAddr

Syntax:
dscli isPermitlpAddr ChecklpAddr

Description:
Web IP IP

Options:
ChecklpAddr
IP

Output:
IP IP
OK
NG
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2.4.5 addPermitlpAddr

Syntax:
dscli addPermitlpAddr StartlpAddr [EndlpAddr]

Description:
DianaScope IP
IP Web DianaScope
e  DianaScope Manager DianaScope Web
Options:
StartlpAddr
IP IP
EndlpAddr
IP IP
StartlpAddr IP

2.4.6 removePermitlpAddr

Syntax:
dscli removePermitlpAddr StartlpAddr [EndlpAddr]

Description:
Web IP

Options:
StartlpAddr
IP

EndlpAddr
IP
2.4.7 clearPermitlpAddr

Syntax:
dscli clearPermitlpAddr

Description:
Web IP

65



DianaScope

2.5

2.5.1 createUser

Syntax:
dscli createUser UserName Password

Description:
Web DianaScope
30
Options:
UserName
16

Password

6 16

2.5.2 removeUser

Syntax:
dscli removeUser UserName

Description:
Web DianaScope

Options:
UserName

2.5.3 getUserList

Syntax:
dscli getUserList

Description:

Output:

Admin Administrator
Userl Operator
User2 Operator
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2.5.4 setUserProperty

Syntax:
dscli setUserProperty UserName PropertyName Value

Description:

Options:
UserName

PropertyName

PropertyName

USER_NAME 16
USER_PASSWORD 6 16
USER_COMMENT 100
ON 0: 0
UL_POWER_ON 1
OFF 0: 0
UL _POWER_OFF 1
0: 0
UL _RESET 1
0: 0
UL POWER_CYCLE 1
oS 0: 0
UL SHUTDOWN 1
DUMP 0: 0
UL _DUMP 1
0: 0
UL_SEL_CLEAR 1:
BMC 0: 0
UL_BMC_REMOTE 1
0: 0
UL_CONFIG_CREATE 1
UL_CONFIG_CHANGE_DE 0: 0
LETE 1:
0: 0
UL_REMOTE_CONSOLE 1:
0: 0
UL_SCHEDULE 1
0: 0
UL_REMOTE_BATCH 1

Value
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2.5.5 getUserProperty

Syntax:
dscli getUserProperty UserName PropertyName

Description:

Options:
UserName

PropertyName
254
setUserProperty USER_PASSWORD

Output:
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2.6

2.6.1 getApplicationLog

Syntax:
dscli getApplicationLog [Number]

Description:
Number

Options:
Number

Output:

2.6.2 addLicenseKey

Syntax:
dscli addLicenseKey LicenseKey

Description:

Options:
LicenseKey

2.6.3 about

Syntax:
dscli about

Description:
DianaScope Manager

Output:
DianaScope Manager
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2.6.4 help

Syntax:
dscli help [CommandName]

Description:

CommandName
CommandName
Options:

CommandName

Output:
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Revision History

1.00
1.01

1.02

1.03
1.04
1.05
1.06

1.07

1.08

1.10

111

1.12

1.14

2004/07/11
2004/08/27

2004/11/30

2004/12/06
2004/12/22
2005/01/18
2005/01/30

2005/03/09

2005/04/15

2005/11/01

2005/12/19

2006/05/01

2006/06/28

checkConnection
getServerList "d”
identifyChassis "blink”

changeBmclpSync
getBmclpSync

groupPowerOn
groupReset
groupPowerCycle
powerOn

reset

powerCycle

getBladeSlotld
RC_SERVER_REMOTE_BOOT
setOption

Server MAC

changeBmclpAddressLanl
changeBmclpAddressLan2
getServerNameByMacAddr
getServerNameByGuid

GUID

changeBmclpAddressLanl, getServerList, changeBmclpSync

getBmclpSync
setOption

getFtStatusLamp
ftPowerOff
ftPowerCycle

getStatusLamp

getPanelinfo
getGroupRemoteKvmLicense
setOption/getOption

changeBmclinfo (CFG_DHCP)
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